
TERMINAL SUPPLY CO.
We’ve got it.    We’ll build it.    We’ll solve it.

FALL SFALL SPECIALSPECIALS
Cyclo Starter Kit 

Ecco 24 LED Warning Lamp Ecco Smart Alarm

• • 12 volts; .75 amps 12 volts; .75 amps 
• • 3.3”L x 1.1”W x .4”D 3.3”L x 1.1”W x .4”D 
• • Twenty four 1-watt LED’s, Twenty four 1-watt LED’s, 
 16 flash patterns, synchronizable w/additional  16 flash patterns, synchronizable w/additional 

EC-3510 lights, polycarbonate lensEC-3510 lights, polycarbonate lens
• • Approvals: SAE J595 Class IApprovals: SAE J595 Class I

Questions? Call, fax or visit our site:

800.989.9632          800.989.0824          Go2TSC.com

Visit us on social media:

Prices valid through November 30, 2022

 

Includes one can each of: Includes one can each of: 
• • Engine CleanEngine Clean
• •  Electronic Cleaner Electronic Cleaner
• • Glass CleanerGlass Cleaner
• • Break AwayBreak Away
• • Chain/Cable LubeChain/Cable Lube
• • Battery ProtectorBattery Protector
• • Battery CleanerBattery Cleaner
• • Carb CleanCarb Clean
• • White GreaseWhite Grease
• • Silicone SpraySilicone Spray
• • Brake CleanBrake Clean
• • All Purpose CitrusAll Purpose Citrus  
 Cleaner Cleaner

Part Number Total Pieces Box Price
(each)

CYCS-KIT-12-SP 12      Can Caddy (2) $89.00

Part
Number Description Mount Price

(each)

EC-3510A-SP 24 Diode LED 
Light Heads Surface $89.00

Part
Number Decibels Volts Amps Price

(each)

EC-SA950-SP 82-102 12-24VDC .4A $46.90

• • Automatically adjust Automatically adjust 
to a minimum of 5dB to a minimum of 5dB 
above background above background 
noisenoise

• • Reinforced nylon Reinforced nylon 
housing w/epoxy housing w/epoxy 
sealed electronicssealed electronics

• • Self groundingSelf grounding

Part
Number

Total
Pieces Box Price

(each)

TWC-KIT-SP 24  PB-6   $39.00

Thin Wall Adhesive Lined 
Shrink Tube Kit
• • Includes 6” pieces of our Includes 6” pieces of our 
 polyolefin clear thin wall polyolefin clear thin wall
 shrink tube in sizes from 1/8” to 3/4” shrink tube in sizes from 1/8” to 3/4”
• • Superior sealing against water, Superior sealing against water, 
 moisture and contaminants moisture and contaminants
• • Temperature rating: Temperature rating:   
 -67º to 230ºF -67º to 230ºF
• • MIL-DTL-23053/4, MIL-DTL-23053/4, 
 Class 3; E-159226 Class 3; E-159226
• • Shrink ratio:Shrink ratio:  
 3:1 @ 248ºF 3:1 @ 248ºF



Want to see more?  Ask for our 400+ page catalog.

 Call, fax or visit our site:
800.989.9632          800.989.0824          Go2TSC.com

Visit us on social media:

Amp SuperSeal 1.5 Connector Kit

Part Number Total Pieces Box Price
(each)

AMP-SS-KIT-SP 211          LMB-16 $179.00

• • Comes with connectors capable of Comes with connectors capable of 
 connecting 1, 2, 3, 4, 5 and 6 wires connecting 1, 2, 3, 4, 5 and 6 wires
• • Operating voltage : 24 VDC   Operating voltage : 24 VDC   
• • Operating temp. : -.40°F + 257°FOperating temp. : -.40°F + 257°F
• • Connector exceeds the requirementsConnector exceeds the requirements  
 prescribed by IP 67 according  prescribed by IP 67 according 
 IEC 60529 and DIN 40050-9 standards IEC 60529 and DIN 40050-9 standards
• • Applications are mainly in,  Applications are mainly in,  
 automotive, agriculture and  automotive, agriculture and 
 industrial machinery industrial machinery
• • Large metal drawer size:Large metal drawer size:
 ( 18”W X 12”L X 3”H ) ( 18”W X 12”L X 3”H )


